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CLEAN COPY OF ABSTRACT AND CLAIMS 



IN THE CLAIMS: 



Claim 1 now reads as follows: 



1 . A bioelectrical impedance/measuring apparatus comprising: 
a housing; 

a plurality of rod-like electrode/members, each having a plurality of electrodes, disposed 
in an upper part of said housing and having a length significantly greater than a hand width of a 
user of the apparatus; 

a display device having the capability of an operator panel and lying between said 
electrode members; and 

a weighing device included in a lower part of said housing, 



wherein said housing accommodates: 

a current supplying device for supplying current to said electrodes; 
a voltage measuring device for measuring voltage at said electrodes; and 
an arithmetic means for calculating a bioelectrical impedance value from the supplied 
current value and the measured voltage values. 



New claims 5 through} 10 read as follows: 
5. A bioelectrica impedance measuring apparatus according to Claim 1 , further 
comprising a display device for displaying a diet or a medicine that is selected based on a percent 
body fat from the bioelectrical impedance value. 
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6. A bioelectrical impedance measuring apparatus according to Claim 5, wherein 
said display device displays a location (pf the diet or medicine in a store, a price thereof, and an 
inventory thereof. 

7. A bioelectrical impedanc e measuring apparatus according to Claim 5, further 
comprising a modem, wherein the apparatus is located in a store, wherein said display device 
displays inventories of the diet or medicine in another franchised store, which is acquired over an 
internet accessed through the mode^i, if the diet or medicine is out of stock in the store. 

8. A bioelectrical impedance measuring apparatus comprising: 
a housing; / 

rod-like electrode members each having a plurality of electrodes, being included in an 
upper part of said housing and being longer than a hand width; 

a display device havipg the capability of an operator panel and lying between said 
electrode members; and 

a weighing device included in a lower part of said housing, 

wherein said housing accommodates: 

a current supplying device for supplying current to said electrodes; 
a voltage measuring device for measuring voltage at said electrodes; 
an arithmetic means for calculating a bioelectrical impedance value from the supplied 
current value and the measured voltage values; 
a modem; and 
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a display device for displayir^g information which is acquired over an internet accessed 
through the modem. 

9. A bioelectrical impedance measuring apparatus according to Claim 5, wherein 
said information comprises informs tion introducing a sporting club or an esthetic club selected 
based on a percent body fat from the bioelectrical impedance value. 



10. A bioelectrical impedance measuring apparatus according to Claim 5, wherein 
said information is inventory of a diet or medicine, that is selected based on a percent body fat 
from the bioelectrical impedance value, in another franchised store if the diet or medicine is out 
of stock in a store where said apparatus is located. 
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